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We study the power-limiting properties of photoanisotropic azobenzene films with low-power lasers.
The trans–cis photoisomerization and molecular reorientation of azobenzene molecules induced by po-
larized laser beams result in intensity-dependent anisotropic effects. Consequently, the transmittance
of the input beam that passes through the film between two crossed polarizers becomes enhanced at low
intensities and clamped at high intensities. The limiting threshold is adjustable by changing the
intensity of excitation beam. © 2003 Optical Society of America
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1. Introduction

The rapid development of laser technology has made
portable laser systems with high power and energy
available. The lasers are widely used for many ap-
plications and have greatly advanced scientific re-
search. As they are used everywhere, the odds of a
lease beam accidentally hitting a person are increas-
ing. Even low-power lasers can damage human eyes
or photosensors. As such, studies of optical power
limiting are receiving a lot of interest. Several op-
tical techniques with various materials including in-
organic, organic, and biological molecules have been
used for such applications. Nonlinear absorption ef-
fects including excited-state absorption,1 reverse sat-
urable absorption,2 and multiphoton absorption3–5

are widely investigated with high-power pulsed la-
sers in both theory and experiment. Light scatter-
ing is also used to limit the optical power when a
strong beam is incident on some materials,6,7 and it
can enhance the nonlinear absorption. Another im-
portant nonlinear optical effect used for the power
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limiting is beam diffusing, which originates from the
change of spatial distribution of the refractive index
and manifests as self-defocusing,8 beam fanning �dif-
fusive photovoltaic thermal effects�,9 and the Kerr
effect.10 The filtering features associated with the
holographic technique11,12 and photonic bandgap ma-
terials13,14 are also useful for power-limiting applica-
tions. Recently, polarization rotation in resonant
Faraday media sandwiched between crossed polariz-
ers15 and in bacteriorhodopsin materials placed be-
tween a pair of parallel polarizers16 has been studied
theoretically and experimentally and could be used
for optical limiting applications. These polarization
rotation techniques may offer many advantages, such
as low-fluence threshold, high-intensity range, and
ease of improvement with new materials for practical
applications, particularly for protecting human eyes
and sensitive optical sensors that can be damaged by
even low-power laser beams. In this paper we
present a study on photoinduced anisotropic effects of
azobenzene polymer films and its application to
power limiting. The experimental results we ob-
tained with the crossed polarizer arrangement illus-
trate clamping close to that of an ideal optical limiter.

2. Experiments

A. Sample Film Preparation and Optical Characteristics

An azobenzene material of 4-dimethylamino-
azobenzene is used in our studies. The material pos-
sesses optical properties of both trans–cis
photoisomerization and photoinduced reorientation.
The azobenzene molecules are embedded in the poly-



mer matrix of polymethylmethacrylate �PMMA�. To
prepare the sample, initially azobenzene and PMMA
are dissolved separately in chloroform at approxi-
mately 60 °C. The solutions are then uniformly
mixed by stirring them together for an hour and are
then coated onto an optical-quality glass substrate.
The thickness of the azobenzene polymer film is ap-
proximately 50 �m, and the concentration of the azo-
benzene molecules in polymer is 5% by weight. The
film normally transmits 25% of the incident light at
532 nm. Figure 1 shows the absorption spectrum of
4-dimethylamino-azobenzene PMMA film. It has a
broad absorption band with a maximum absorption
at 408 nm �full width at half-maximum is approxi-
mately 100 nm� because of the �3 �* and n3 �*
transitions of the azobenzene molecules. The films
also absorb light intensively in the UV region around
350 nm, which originates from the absorption of the
PMMA polymer. Because of the overlap of absorp-
tion of its two isomers �trans and cis�, the light-
induced absorption change is small.17

Materials exhibiting photoinduced anisotropy have
potential applications in information storage and in-
formation processing.18–20 It is well known that
photoinduced molecular reorientation generally
takes place in fluid systems such as liquid crystals.
Nevertheless, by the application of polarized light
it is possible to reorient a random distribution
of azobenzene molecules in solid matrices through
a photoinduced trans–cis–trans isomerization pro-
cess.21,22 Our samples of PMMA polymer film
doped with 4-dimethylamino-azobenzene present
large photoinduced anisotropy. The molecule of
4-dimethylamino-azobenzene undergoes an isomer-
ization process with excitation of light in the ab-
sorption band, shown in Fig. 2.

In the absence of light the azobenzene exists in the
trans form that is stable with an elongated structure,
whereas the photoinduced cis molecules have a bent
shape and can revert to the trans form by thermal or
photo-assisted isomerization with another wave-
length. The length of the azobenzene segment in

the trans form is approximately 1.0 nm whereas that
of the cis is approximately only 0.56 nm. This
change of molecular dimension results in the bent cis
form rotating more easily than the trans. When the
transition dipole moment of a molecule becomes per-
pendicular to the polarization of the exciting light, its
interaction with the light field ceases. Thus, after
sufficient irradiation of an ensemble of azobenzene
chromophores, an enhancement of transition mo-
ments perpendicular to the polarization vector of the
excitation light is achieved. It is this local ordering
that leads to photoinduced anisotropy in the medium.

B. Experimental Arrangement

Figure 3 displays the experimental arrangement for
studies of photoinduced anisotropy and optical
power-limiting application. A 532-nm output from a
frequency-doubled cw Nd:YAG laser is polarized by
polarizer P1 and divided into a reflected beam �excit-
ing beam� and transmitted beam �input beam� by a
beam splitter. The exciting beam is directed
through a variable attenuator and polarization rota-
tor to the thin-film sample. The input beam travels
through a variable attenuator and aperture toward
the film and then to a laser powermeter through a
second polarizer P2. The polarizers P1 and P2 are
crossed. The polarization of the exciting beam is
fixed at an angle of 45 deg to that of the input beam.
Both beams overlap spatially on the sample, and the

Fig. 1. Absorption spectrum of 4-dimethylamino-azobenzene
PMMA film. Fig. 2. Isomerization process of 4-dimethylamino-azobenzene.

Fig. 3. Experimental setup. P1, P2, polarizers; BS, beam split-
ter; VA, variable attenuator; PR, polarization rotator; A, aperture;
S, sample film; BB, beam block; D, detector.
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aperture ensures that the diameter of the input beam
is less than that of the exciting beam.

C. Experimental Results and Discussion

With an intensity increase of the input beam, we
obtain the power-limiting property by using the azo-
benzene film. Figure 4 shows the experimental re-
sults. The dotted curves represent linear
transmission of the input beam in the absence of the
exciting beam. In the presence of the exciting beam,
we found that the transmission of the input beam
becomes nonlinear. With the increase of the input
intensity, the results show a nearly perfect power-
limiting feature. In addition, we also found that it is
possible to change the clamping threshold by choos-
ing a different exciting intensity. For low intensities
of the input beam, the presence of the exciting beam

significantly enhances the output. At an intensity of
6.4 mW�cm2 of the input beam, the measured trans-
mission is 0.45% without the exciting beam, whereas
it rises to 3% with an exciting intensity of 8 mW�cm2

and to 11.6% with an exciting intensity of 91.6 mW�
cm2. Thus the linear transmission of the input
beam can be enhanced by the exciting beam in this
regime. On the other hand, for high intensities of
the input beam, this enhanced output becomes lim-
ited and is finally clamped. For example, at the ex-
citing intensity of 8 mW�cm2, an increased intensity
of 639 mW�cm2 of the input beam results in a drastic
drop of the transmission to 0.09%. Therefore, with
our experimental arrangement, it is not only feasible
to achieve the power-limiting feature but also easy to
change the clamping threshold by choosing a differ-
ent exciting intensity.

The mechanism of power-limiting properties can be
understood with the photoinduced anisotropy of the
azobenzene film. The photoinduced anisotropy in-
cluding both photoinduced birefringence and photo-
induced dichroism are intensity dependent in
azobenzene film, which results in the possibility of
controlling the output intensity with the input inten-
sity. To investigate the photoanisotropy, we first
measured the transmission of the input beam for
different angular orientations � of the analyzer P2
�� � 0 being parallel to the polarization direction of
polarizer P1�. The results are shown in Fig. 5. In
the absence of the exciting beam, the angular inten-
sity distribution of the transmitted input beam fits
closely to a cos2 � function, whereas in the presence of
the exciting beam the output is transformed to ellip-
tical polarization. This happens because of the pho-
toanisotropic effect of the azobenzene film induced by
the linearly polarized exciting beam. The transition
moment of the azobenzene molecule lies along the
molecular axis, and only these molecules with their
axis orientation parallel to the electric vector absorb
light and are then isomerized from trans form to cis
form. The cis form is unstable and will go back to
trans form where it may be isomerized to cis form

Fig. 4. Optical power limiting based on photoinduced anisotropy
of the azobenzene film. Iin and Iout are the intensities of the input
beam before polarizer P1 and behind polarizer P2, respectively.
The intensity values for the exciting beam are �a� 8.0, �b� 15.9, �c�
42.4, �d� 91.6 mW�cm2. The dotted curves are the results without
the exciting beam.

Fig. 5. Photoinduced anisotropy in the azobenzene film. The
input intensity is 6.4 mW�cm2. Open circles depict the output of
the input beam in the absence of the exciting beam, and the dotted
curve is a cos2 � function. Solid circles show the output of the
input beam in the presence of the exciting beam of intensity 91.6
mW�cm2.
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again if its transition moment is not perpendicular to
the electrical direction of the light field. The re-
peated trans–cis–trans isomerization results in the
alignment of azobenzene molecules in the direction
perpendicular to the polarization of the exciting
beam. This molecular alignment causes the photo-
induced birefringence that makes the output polar-
ization elliptical and the photoinduced dichroism that
makes the semimajor axis of the ellipse shift through
a rotation angle from the � � 0 plane. Both mech-
anisms contribute to the optical power-limiting prop-
erty. However, for the azobenzene film, the
photoinduced birefringence will be dominated as
compared with the photoinduced dichroism. The
semiminor axes of the ellipse depend on the relative
values of the input and exciting intensities. The
photoinduced polarization ellipse originates from a
phase retardation �, which is given by � � �n�d�	,
where d is the film thickness and 	 is the input wave-
length. �n � n� 
 n� is the birefringence where n�

and n� are the respective components of the index of
refraction perpendicular and parallel to the exciting
beam polarization. Estimates of the phase retarda-
tion � can be obtained from the transmission equa-
tion I � I0 sin2 �, where I0 is the input intensity
before P2 and I is the intensity after P2. Figure 6
shows the results of birefringence �n as a function of
input intensity. When the exciting beam is absent,
�n is close to zero. In the presence of the exciting
beam, �n is higher and shows an initial increase with
input intensity, which is followed by a decrease to-
ward zero at higher input intensities. From a device
point of view, this characteristic is more desirable
because it ensures enhanced transmission at low in-
tensities and limiting at high intensities. The ob-
served limiting can be explained on the basis of the
results of intensity-dependent photoinduced anisot-
ropy of the azobenzene film. In the region of weak
intensity of the input beam, the photoinduced anisot-
ropy is relatively large and changes the polarization
of the input beam that leads to an enhanced trans-
mission through the crossed polarizers. On the
other hand, with a relatively strong intensity of the
input beam, the photoanisotropic effect is reduced, so

the input beam becomes blocked by the crossed P2.
In addition, the photoinduced anisotropy also de-
pends on the intensity of the exciting beam. With
higher exciting intensity, the photoinduced birefrin-
gence of azobenzene film is shifted to the region of
larger values. Therefore, by choosing the values of
exciting intensity we can easily control the clamping
threshold of power limiting.

The optical processes such as nonlinear absorption,
nonlinear scattering, and beam diffusing have been
extensively investigated for power limiting with var-
ious materials,1–10 and there is recent interest in
nanoscopic materials as well.23–25 However, none of
them provide smooth and complete clamping of the
output as observed in the present case. In addition,
we note that use of crossed polarizers in our scheme
results in a novel normally opaque �NO� optical lim-
iter, in the sense that it is essentially an opaque
device in which a transparency at low inputs is in-
duced by photoinduced anisotropy. Conventional
optical limiters are normally transparent �NT� de-
signs in comparison, in which an opacity at high in-
puts is induced by nonlinear optical phenomena. In
general, a NO design offers an unmistakable advan-
tage in terms of detector safety. To appreciate this
point, in the present case let us imagine two worst-
case situations where either the exciting beam be-
comes accidentally blocked or the film becomes
transparent by photodamage. In both cases the out-
put will remain within safe limits by virtue of the
crossed polarizers. On the other hand an NT design
with parallel polarizers can severely imperil detector
safety under such circumstances �we repeated the
experiments with parallel polarizers, but the nonlin-
ear transmission that we obtained was not as spec-
tacular�.

The transition time from the NT-to-NO state is
found to be a few seconds with high intensity of input
and exciting beams because of the photoinduced ano-
sotropic effect of azobenenzene films. With lower
intensity, the NT-to-No transition time becomes rel-
atively slow �tens of seconds�. In the absence of an
exciting beam, the films are not transparent as the
polarization of input light is not rotated and blocked
by the polarizer behind the sample. The response
time of observed induced anisotropy is in agreement
with earlier reports of the time evolution of photoin-
duced birefringence observed in side-chain polymers
containing aminonitro azobenzene.26 However,
there are environments in which photoinduced reori-
entation is much faster. For example, in Langmuir–
Blodgett films of side-chain polymers containing
some derivatized aminoazobenzene chromophores,
the anisotropy buildup time is less than 20 ns.27 It
is suggested that the primary driving mechanism for
induced anisotropy in these films is not trans–cis–
trans isomerization, but a vibronic dissipation of the
electronic excitation energy that increases the rota-
tional mobility of the chromophores collectively.
Techniques are also available to enhance the birefrin-
gence, and hence the low-intensity transmission
through the film if required. One way to do this

Fig. 6. Variation of �n with the intensity of the input beam. The
intensities of the exciting beam are the following: dotted curve,
nil; circles, 91.6 mW�cm2; squares, 42.4 mW�cm2; triangles, 15.9
mW�cm2; stars, 8.0 mW�cm2.
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would be to shine red light on the sample to photo
assist the cis–trans isomerization.28,29 Birefrin-
gence can also be promoted by a controlled heating of
the sample to certain optimal temperatures below the
glass transition temperature.26 Similarly, choosing
a higher visible wavelength for the input beam
should result in a corresponding higher photoinduced
anisotropy, in addition to a lower absorption in the
film. Apart from the protection of sensitive detec-
tors, one practical application of this device would be
a user-friendly laser goggle for protection against
low-power cw lasers. According to the American
National Standard for Safe Use of Lasers �ANSI
Z136.1, 2000�, a visible laser �400–700 nm� operating
at less than a 1-mW power is considered safe for an
exposure time of 0.25 s or less. Unfortunately, how-
ever, even some laser pointers can emit 5 mW of
power that can be hazardous if viewed even for a
short time. Therefore laser eye protection even at a
low-power region is extremely important.

3. Conclusion

We have studied the optical power-limiting proper-
ties of an azobenzene material based on photoinduced
anisotropic effects. The photoinduced anisotropy
leads to an enhanced transmission of the input beam
at low input intensities and output clamping at high
input intensities. The limiting threshold is adjust-
able. Crossed polarizers ensure absolute safety of
the detector in the event of any malfunction in the
system. Because the limiting mechanism is general,
the device can be operated at different wavelengths
with suitable materials. In addition, the azoben-
zene materials are found to be stable when exposed to
cw as well as pulsed lasers. In the future such me-
dia may be useful to limit high-energy fast laser
pulses by our scheme.
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